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IN THE CLAIMS: 



Please cancel claims 1-6, and add new claims 7-14, the full set of claims to read as 



follows: 



(Canceled) 



(Canceled) 



(Canceled) 



(Canceled) 



(Canceled) 



6. (Canceled) 



comprising : 



valve; 



7. (New) An igniter having a safety lock, 

(a) a housing; 

(b) a gas supply in the housing and having an outlet 



(c) a combustion nozzle supported relative to the 
housing and fluid connected to the outlet valve; 

(d) igniting means supported relative to the housing 
for igniting gas at the outlet nozzle; 

(e) a finger-operable first movable member for 
opening the outlet valve and activating the igniting means to 
complete ignition at the outlet nozzle when the first movable 
member is moved from a rest position thereof; 
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(f) a finger-operable second movable member having a 
lock position for blocking movement of the first movable member 
from the rest position thereof, and an unlock position for 
permitting the movement; and 

(g) means for biasing the second movable member to 
the lock position thereof, 

wherein movement of the second movable member to 
the unlock position thereof is by finger operation in a direction 
opposite to finger operation of the first movable member from the 
rest position. 

8, (New) The igniter of claim 7, wherein the second 
movable member is supported relative to the first movable member. 

9. (New) The igniter of claim 7, wherein the second 
movable member is pivotally supported relative to the first 
movable member. 

10. (New) The igniter of claim 9, further comprising 
a projecting stop member supported in fixed relation to the 
housing, and a dog member formed on the second movable member, 
wherein movement of the first movable member from the rest 
position thereof is blocked by engagement of the dog member with 
the stop member when the second movable member is in the lock 
position. 

11. (New) The igniter of claim 10, wherein the 
biasing means comprises a spring being coupled between the first 
movable member and the second movable member. 

12. (New) The igniter of claim 9, wherein the second 
movable member is formed as a thumbwheel, a portion thereof 
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projecting through a portion of the second movable member for 
facilitating the operation of the first and second movable 
members by a single hand finger. 

13. (New) The igniter of claim 7, wherein exposed 
portions of the first and second movable members are serrated for 
facilitating the finger operation. 

14. (New) The igniter of any of claims 7, 9, 10, 11, 
12, or 13, wherein the first movable member is slidably supported 
relative to the housing. 
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